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in paragraphs (c)(1) through (3) of this
section.

(1) The owner or operator shall con-
trol air emissions by connecting the
process vent to a process natural gas
line.

(2) The owner or operator shall dem-
onstrate, to the Administrator’s satis-
faction, that the total HAP emissions
to the atmosphere from the glycol de-
hydration unit process vent are re-
duced by 95.0 percent through process
modifications, or a combination of
process modifications and one or more
control devices, in accordance with the
requirements specified in §63.771(e).

(3) Control of HAP emissions from a
GCG separator (flash tank) vent is not
required if the owner or operator dem-
onstrates, to the Administrator’s satis-
faction, that total emissions to the at-
mosphere from the glycol dehydration
unit process vent are reduced by one of
the levels specified in paragraph
(¢)(3)(i) or (ii) of this section, through
the installation and operation of con-
trols as specified in paragraph (b)(1) of
this section.

(i) HAP emissions are reduced by 95.0
percent or more.

(ii) Benzene emissions are reduced to
a level less than 0.90 megagrams per
year.

[64 FR 32628, June 17, 1999, as amended at 66
FR 34551, June 29, 2001; 72 FR 38, Jan. 3, 2007]

§63.766 Storage vessel standards.

(a) This section applies to each stor-
age vessel with the potential for flash
emissions (as defined in §63.761) subject
to this subpart.

(b) The owner or operator of a stor-
age vessel with the potential for flash
emissions (as defined in §63.761) shall
comply with one of the control require-
ments specified in paragraphs (b)(1)
and (2) of this section.

(1) The owner or operator shall equip
the affected storage vessel with the po-
tential for flash emissions with a cover
that is connected, through a closed-
vent system that meets the conditions
specified in §63.771(c), to a control de-
vice or a combination of control de-
vices that meets any of the conditions
specified in §63.771(d). The cover shall
be designed and operated in accordance
with the requirements of §63.771(b).

40 CFR Ch. | (7-1-11 Edition)

(2) The owner or operator of a pres-
sure storage vessel that is designed to
operate as a closed system shall oper-
ate the storage vessel with no detect-
able emissions at all times that mate-
rial is in the storage vessel, except as
provided for in paragraph (c) of this
section.

(c) One or more safety devices that
vent directly to the atmosphere may be
used on the storage vessel and air emis-
sion control equipment complying with
paragraphs (b)(1) and (2) of this section.

(d) This section does not apply to
storage vessels for which the owner or
operator is meeting the requirements
specified in 40 CFR part 60, subpart Kb;
or is meeting the requirements speci-
fied in 40 CFR part 63, subparts G or
CC.

§§63.767-63.768 [Reserved]

§63.769 Equipment leak standards.

(a) This section applies to equipment
subject to this subpart and specified in
paragraphs (a)(1) and (2) of this section
that is located at a natural gas proc-
essing plant and operates in VHAP
service equal to or greater than 300
hours per calendar year.

(1) Ancillary equipment, as defined in
§63.761; and

(2) Compressors.

(b) This section does not apply to an-
cillary equipment and compressors for
which the owner or operator is meeting
the requirements specified in subpart H
of this part; or is meeting the require-
ments specified in 40 CFR part 60, sub-
part KKK.

(c) For each piece of ancillary equip-
ment and each compressor subject to
this section located at an existing or
new source, the owner or operator shall
meet the requirements specified in 40
CFR part 61, subpart V, §§61.241
through 61.247, except as specified in
paragraphs (c)(1) through (8) of this
section.

(1) Each pressure relief device in gas/
vapor service shall be monitored quar-
terly and within 5 days after each pres-
sure release to detect leaks, except
under the following conditions.

(i) The owner or operator has ob-
tained permission from the Adminis-
trator to use an alternative means of
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